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FluxPro UX-310 — Multifunction Vortex Mixer
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FluxPro UX-310 — Multifunction Vortex Mixer

Overview

Vortex mixer is widely used to mix samples in scientific and industrial labs, shops, and for home uses of
mixing paint, ink, nail polish or other solutions.

Key Features
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Technical Specifications

Speed Range
Max Load

Orbit Diameter

Timer

Display

Control
Operation Mode
Noise

Motor / Drive
Dimensions (L x W x H)
Net Weight
Power Supply
Certification
Part Number

Lead Time

200-3000r/min.£15 rpm
1.5 kg

circumference4.5 (mm)

I-T-’ FluxPro

1. Digital timing 1s-999min. Time count down. Positive timing for short spin.

All sections / high light LED digital tube

PWM stepless speed adjustment

Pressing or continuous mode

<45 dB(A)

DC24 permanent magnet motor/ direct drive

198%138x67 mm(LxWxH)
4.1Kg

DC24v/18W

CE, 1SO13485,1S09001:2015
UX-310

4-6 weeks ARO
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Standard Configuration

Rotor and accessories as quoted. Part number: UX-310.

Warranty and Service

Warranty terms are stated on the quotation. For service, calibration and spare parts contact support@uv-
incure.com.
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